F U-POWER GENERATION (FZC)

€3 Perkins’

UP-P45KVA 50 Hz

TECHNNICAL DATA SHEET

rating@ 0.8 PF Prime rating  Stand-by rating
Voltage *1 Freq. *2 UP 45 *3 UP 22S *4
400V 50 Hz 45.8 Kva 49.6 Kva

\ 480V 60 Hz 53.9 Kva 59.4 Kva .

= RATING DEFINATIONS

Prime Power: Variable load. Unlimited hours usage with an average load factory of
80% of the published prime over each 24 hour period. A 10%
overload is available for 1 h our in every 12 hours of operation.

Standby Power:Variable load. Limited to 500 hours annual usage up to 300 hours of

which may be continuos running. No overload is permitted.
ALTERNATOR TECHNICAL DATA

Model Leroy Somer LSA 43.25 25

o gilitar /-0.5%

Model Perkins - 1103A-33TG1 International Protection P23

Cylinders 3; vertical in-line Insulation Class H

Aspiration Turbocharged Terminals 12

Combustion Direct Injection Frequency 50 Hz 60 Hz

Cooling System Water cooled \_Coolant Air Flow 0.27 m* /s 032m /s

Displacement 3.30L

Oil Consumption 0.15 % of fuel consumption

Lube oil Capacity 8.30 L Max = CONTROL PANEL

Coolant Capacity 10.20 L DEEP SEA

Governor Mechanical -

Emission Regulations TA-Luft (1986)

Speed 1500 rpm | 1800rpm

Fuel Consumption P113 10.7 L/H 12.9 L/H

Fuel ConsumptionP114.5S 12.0 L/H 14.3 L/H

Radiator Cooling Air Flow 53.0 m* /min | 70.0 m* /min
\_Max Exhaust Gas Flow 7.0 m: /min 8.8 m: /min /

Note: Derating may be required for conditions outside these; consult Cummins Engines
Company Limited Generator powers are typical and are based on an average

— " alternator efficiency and a power factor (cc.q) of 0.8

Height Weight Fuel Specification: BS 2869; part 2 1998 Class A2 or DIN EN 590

1250 mm | 850kg Lubricating oil:  AP| CH4 / ACEA ES

1410 mm  1250kg )

Shipping Data

Length
1700 mm
2385mm
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